






iv

California Proposition 65 Warning
WARNING: This product can expose you to chemicals 
including acrylamide, arsenic, benzene, cadmium, 
Tris(1,3-dichloro-2-propyl)phosphate (TDCPP), 1,4-Dioxane,

ane, formaldehyde, lead, DEHP, styrene, DINP, BBP, PVC, and vinyl 
materials, which are known to the State of California to cause cancer, 
and acrylamide, benzene, cadmium, lead, mercury, phthalates, 
toluene, DEHP, DIDP, DnHP, DBP, BBP, PVC, and vinyl materials, 
which are known to the State of California to cause birth defects or 
other reproductive harm. For more information go to 
www.P65Warnings.ca.gov.

Trademarks
Product names mentioned herein are used for identification 
purposes only and may be trademarks and/or registered trademarks 
of their respective companies.

Conventions
Take note of the following conventions used throughout this 
manual to make sure that users perform certain tasks and 
instructions properly.

NOTE:NOTE:

Additional information, aids, and tips that help users perform 
tasks.

CAUTION:

Information to prevent minor physical injury, component damage, 
data loss, and/or program corruption when trying to complete a 
task.

WARNING:

Information to prevent serious physical injury, component 
damage, data loss, and/or program corruption when trying to 
complete a specific task.

www.P65Warnings.ca.gov
www.P65Warnings.ca.gov
www.P65Warnings.ca.gov
www.P65Warnings.ca.gov
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 Never attempt to repair the device, which should only be
serviced by qualified technical personnel using suitable
tools

 A Lithium-type battery may be provided for uninterrupted
backup or emergency power.

 The device must be serviced by authorized technicians
when:
 The power cord or plug is damaged
 Liquid has entered the device interior
 The device has been exposed to high humidity and/or

moisture
 The device is not functioning or does not function

according to the User’s Manual
 The device has been dropped and/or damaged and/or

shows obvious signs of breakage
 Disconnect the power supply cord before loosening the

thumbscrews and always fasten the thumbscrews with a
screwdriver before starting the system up

 It is recommended that the device be installed only in a
server room or computer room where access is:
 Restricted to qualified service personnel or users familiar

with restrictions applied to the location, reasons therefor,
and any precautions required

 Only afforded by the use of a tool or lock and key, or
other means of security, and controlled by the authority
responsible for the location

CAUTION:

Risk of explosion if battery is replaced with one of an incorrect 
type; please dispose of used batteries appropriately. 
Risque d’explosion si la pile est remplacée par une autre de 
type incorrect. Veuillez jeter les piles usagées de façon 
appropriée.
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